FEATURES

Rolled steel housing mounted on heavy-gauge steel
pan, finished in black polyester powder paint.
Removable housing top for above-ceiling relamping.

* Galvanized steel mounting brackets with 5" vertical
adjustment and 355° rotation adjustment with locks.

¢ Medium-base porcelain socket with nickel-plated
screw shell.

» Four-position angle socket adjustment and lock.

e Galvanized steel junction box with thermally-acti-
vated insulation detector, bottom-hinged access
covers and spring latches. One 1/2" knockout and
three combination 1/2"-3/4" knockouts for straight-
through conduit runs. Capacity: 8 (4 in, 4 out) No. 12
AWG conductors, rated for 75°C.

* Specular Alzak* splay with matching minimum
flange. White painted flange optional.

 Die-cast aluminum mounting frame for maximum 7/8"
ceiling thickness.

» Self-aligning, constant-tension splay/lens support
springs.
e Semi-specular clear Alzak* reflector.

o Fixtures are UL listed for thru-branch wiring, re-
cessed mounting and damp locations. CSA certifica-
tion for shipment to Canada.

*Alzak is a registered trademark of ALCOA.
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All dimensions are inches (centimeters).

ORDERING INFORMATION

Choose the boldface catalog nomenclature that best suits your needs and

write it on the appropriate line. Order accessories as separate catalog numbers (shipped separately).

DW
| Reflector finish
Dw 7ASL Clear
7BSL Black
7CSL Champagne gold
7GSL Gold

Notes:

1. Maximum wattage: 150W PAR38 lamp; Q250W PAR38 lamp; 300W R40 lamp.

Example; DW 7ASL

Options

TRW White painted flange.
SDT 277V stepdown transformer (277V to 120V.) Add 4" to
width of fixture.

SDT347 347V stepdown transformer (347V to 120V.) Add 4" to
width of fixture.

SSC Provides compatibility with Lithonia Reloc System
820. System 820 can be installed less this option
with connectors provided by others.
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7" DW Wallwash Spread Lens, Gotham Series

TECHNICAL INFORMATION room wall
Footcandle values are initial and tables are based on minimum of six units.

For fixture-to-wall distance other than those shown, use maximum of one-to- 157v%° 201°
one spacing (distance between fixtures not more than distance to wall) for 2 2
best results. 135° 45°

10 10
112/290., 67Y2

Fixture/lamp Candlepower data Footcandle values
DW 7ASL Vertical Plane angle Luminaire 3' from wall Luminaire 4' from wall Luminaire 5' from wall
150W PAR3SFL |amp angle foom side Wallside : on ; cegter; 02 4' c5entzrs o; 5' (:3entezrs
2000 rated lumens Room 157%° 135° 112%° 90°  67%° 45° 22%° Wall 2 8 10 8 6 7 6 4 4 4
Test no. 2189111506 0° 644 644 644 644 044 644 644 644 644 : 08 28 ;4
5° 578 578 596 613 633 652 666 677 694 5 5 5 g 4 4 4 3 3 3
15° 417 423 464 518 586 641 680 697 719 6 4 4 4 3 3 3 3 3 3
25° 259 270 323 388 471 529 566 580 609 7 3 4 3 3 3 3 2 2 2
35° 138 149 194 252 320 369 411 436 462 8 3 3 3 2 3 2 2 9 9
45° 56 64 97 137 187 223 280 322 356 9 5 2 9 2 2 9 9 9 9
55° 6 8 25 50 87 122 182 233 273 10 2 2 9 2 9 2 2 92 9
65° 0 0 0 6 25 61 112 159 190
75° 0 0 0 0 2 20 49 72 91
85° 0 0 0 0 0 0 0 5 14
95° 0 0 0 0 0 0 0 0 0
DW 7ASL Vertical Plane angle Luminaire 3' fromwall  Luminaire 4' from wall Luminaire 5' from wall
angle on 3' centers on 4' centers on 5' centers
QZSOW PARSSFL Iamp Room side Wall side 1 11 10 11 4 4 4 2 2 2
3500 rated lumens Room 167%° 135° 112%° 90° _ 67%° 45° 22%° Wall % gg gg gg 11 1(15 11 g g g
Test no. 2188052305 0° 1555 1555 1555 1555 1555 1555 1555 1555 1555 . A ERTRE a0
5° 1397 1412 1421 1456 1538 1629 1653 166819674 5 19 21 19 13 15 13 9 10 9
15° 938 977 1069 1209 1406 1564 1608 1564 1572 6 16 18 16 12 13 12 9 10 9
25° 503 554 685 861 1093 1266 1266 1144 1120 7 13 15 13 10 11 10 8 9 8
35° 235 277 372 509 667 807 501 715 715 8 1 12 11 9 10 9 78 7
45° 89 119 170 247 322 408 482 494 494 9 777 8 9 8 6 7 6
55 15 24 30 80 125 205 307 328 328 10 6 6 6 77 7 6 6 6
65° 0 0 0 0 9 30 95 176 182
75° 0 0 0 0 0 30 60 60 74
85° 0 0 0 0 0 0 0 0 9
95° 0 0 0 0 0 0 0 0 0
DW 7ASL Lo fomwll Luminate ¢ fon vl Luminae  fon vl
angle
150W R40SP lamp Room side Wall side 1 11 5 11 3 3 3 2 1 2
1900 rated lumens Room 157%° 135° 112%° 90°  67%° 45° 22%° Wall % ig ii ig 190 g 190 2 g 2
Test no. 2188021901 0° 700 700 700 700 700 700 700 700 700 4 111314 3 8 8 & 1 8
5° 541 660 589 674 681 688 740 708 718 10 10 10 s 7 8 cc s
15° 317 459 406 583 601 591 671 594 702 6 8 8 8 76 7 6 5 6
25° 157 257 229 422 433 430 555 426 555 7 6 6 6 5 5 § 5 4 5
35° 60 115 100 248 271 267 365 392 461 8 cE & 28 2 24 1
45° 0 22 29 121 142 154 284 248 296 9 4 4 4 4 4 4 3 3 3
5° 0 0 0 35 46 63 127 127 240 10 3 3 3 3 3 3 33 3
65° 0 0 0 0 0 25 77 46 190
75° 0 0 0 0 0 0 41 0 27
85° 0 0 0 0 0 0 0 0 0
95° 0 0 0 0 0 0 0 0 0

Tested to current IES and NEMA standards under stabilized laboratory conditions. Various operating factors can cause
differences between laboratory data and actual field measurements. Dimensions and specifications on this catalog sheet
are based on the most current available data and are subject to change without notice.
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